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useful to analyse stability and temporal trends of different 
image parameters. 
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Purpose/Objective: In high precision radiotherapy, 
knowledge of the radiation source position is crucial. The 
radiation source should ideally be positioned at the rotational 
axis of the collimator at any gantry angle. In dose planning 
systems the radiation source is assumed to be on the 
collimator axis and at the same position relative to the 
collimator rotational axis at all gantry angles. The aim of this 
work is to evaluate the target spot position and stability of 
different linacs. 
Materials and Methods: A dedicated phantom was designed 
with two tungsten-carbide ball bearings at two different 
distances from the target spot. One positioned next to the 
beam exit window of the linac and the other far from it. Both 
ball bearings were placed off the collimator rotational axis. 
The phantom was firmly attached to the linac gantry head. 
Four different linacs were included in the study. The 
electronic portal imaging device (EPID) of the linacs were 
used to acquire MV images of the phantom at 12 collimator 
angles at 30o intervals. A MATLAB code was developed to 
extract the position of the balls. 
Results: Results of the target spot position measurements at 
gantry 180o for four different linacs are displayed in Table 1. 
The target spot position was also investigated for both 6 and 
18 MV beams. The parameters r and Φ refer to the calculated 
polar coordinates locating the target spot position relative to 
the rotational axis of the collimator. The SD values represent 
one standard deviation of the parameters. The standard 
deviations of r and Φ were found to be negligible. 
 
Series 
(#) 
Linac Model MLC Energy
(MV) 
r 
(mm) 
SD r 
(mm) 
Φ 
(degree) 
SD Φ 
(degree) 
1 Philips SL 20 MLCi 6 0.45 0.02 -46.7 1.2 
2 Philips SL 20 MLCi 18 0.35 0.01 -34.5 0.4 
3 Philips SL 20 MLCi 6 0.40 0.02 125.6 1.3 
4 Philips SL 20 MLCi 18 0.32 0.02 144.2 1.0 
5 Elekta Axesse Modulator 6 0.04 --- -73.7 --- 
6 
Varian Trilogy 
Millennium 
120 6 0.10 0.05 -21.7 2.0 
7 
Varian 
Clinac 
iX 
Millennium 
120 6 0.18 0.01 180.3 0.7 
8 
Varian 
Clinac 
iX 
Millennium 
120 18 0.01 0.00 237.0 0.3 
 
Table 1: Results of target spot position measurements 
relative to the gantry head rotational axis in terms of polar 
coordinates r and Φ.The angle Φ is defined such that Φ=90o 
and 270o refer to the direction towards the gantry and the 
target, respectively. The value SD refers to one standard 
deviation. 
Conclusions: The method used in this study is simple and 
precise. There are small variations between repeat 
measurements. The measurements for Philips linacs were 
carried out on different days including two phantom setups. 
Results of the target spot position measured in series no 1 
and 3, no 2 and 4 in the Table 1 are different. Further 
investigation is required to conclude typical variations of the 
target spot position of a linac over time. The presented 
method is fast and has the potential to map the target spot 
position as a function of the gantry angle. This will collect 
valuable insight in the beam stability and precision over time 
as a function of gantry angle. The method provides the 
opportunity to improve the accuracy of high-precision 
radiotherapy techniques such as stereotactic radiosurgery. 
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Purpose/Objective: The study investigates accuracy of 
deformable image registration (DIR) during motion condition. 
Using Quasar® phantom with dynamic inserts, we have 
evaluated accuracy and efficiency of the DIR algorithm during 
a 4DCT study. The work is a pre-clinical step about the use of 
DIR during 4D image analysis and the evaluation of impact in 
Region Of Interest (ROI) and structures propagation during 
Adaptive Radiation Therapy (ART). A Deformation Vector 
Field (DVF) analysis provides adequate tool for uncertainties 
assessment. 
Materials and Methods: A Quasar phantom with dynamic 
sphere (2cm diameter) and a cube (3cm side) was used to 
simulate organ motion in longitudinal direction (S-I). A 4DCT 
exam and a VisionRT® surface tracking systems have allowed 
to acquire a simulated breathing signal and reconstruct 4DCT 
images in 10 bin phases. The study was analyzed by 
Raystation® in which sphere and cube were initially 
contoured like ROI in phase 0% and mapped to the others 
phases. Using Hybrid DIR algorithm (deformation grid 
resolution cm/voxel: 0.1 R-L, 0.20 I-S, 0.1 P-A), the morphed 
ROIs were propagated in each single phases. The interval 
time of reconstruction between phases was 500 ms and the 
maximum length of motion for the inserts is 1.5cm during the 
full breathing cycle (0.15cm per Bin). Position and time of 
the objects motion is well defined in each instant, using a 
POI (Center of Mass) per each ROIs propagated. DIR algorithm 
with reverse ROI mapping, can allow to evaluate the motion 
object between the 4DCT exams and the DVF analysis.  
